GENERAL NOTES

THE LCCATIGN OF UNDERGRQUND UTILITIES SHOWN ON THE PLANS REPRESENTS THE BEST KNOWLEDGE
OF THE DEPARTMENT ANG THE INDICATED ADJUSTMENTS OR RECONSTRUCYION ARE CONSIDERED

19 BE REAS{}NABLY ACCURATE, IT SHALL BE THE CONTRACYQORS RESPONSIBILITY TQ VERIFY
LOCATIONS OF UNDERGROUND INSTALLAT]QNS BEFORE STARTING CONSTRUCTION QPERATIONS, THE
CONTRACTOR SHALL INODEMNIFY I0OT, aND EMPLOYEES AGAINST ALL CLAIMS OUE TO DAMAGE TG
CORPORATE OR PRIVATE PROPERTY RESULTING FROM HIS CONSTRUCTION CPERATIONS AS DESCRIBED IN
ARTICLE 107,20 AND 107.26 OF THE STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION,

26.

AT LOCATIONS WHERE [T IS PROPOSED TQ CONSTRUCT CURB AND GUTTER ADJACSNT TO
EXISTING PAVEMENT, THE EXISTING PAVEMENT SHALL BE SAW CUT YO PROVIDE A
UNIFORM £0GE OF PAVEMENT ADJACENT TO THE PROPOSED CURE AND GUTTER, THIS
WORK SHALL BE INCLUDED IN THE COST OF THE CURB AND CUTTER,

MM TMENT

PARCEL 6134107 - ALL ROADWAY MATERIAL, INCLUDING OIL AND CHIP ROADWAY,
ggguégﬂglgﬁi&lovEﬂ FROM THE EXCESS PARCEL (EAST OF THE REALIGNED
K L

PARCEL 6134111 - THE USE OF THE PARKING LOT SHALL NOT BE DISRUPTED FROM
STA 415+35.00 TO STA 415+34.37 WITHIN THE TEMPORARY CONSTRUCTION EASEMENT.

? BESMSIOR e, o ISR I CODUGT SUE O 03 PGP, TIPS ST
ARG ANGM - PAR - Al WA NSTRUCTION IN THE TEMPGRARY TRYUCTION
BE INCLUOED WITH THE COST OF THE EARTHWORK. THE L R R A APTLICADLE FOR THIS PROECTt anp EASERENT DETWEEN STA 100568 AND STA 42111895 SoaLe BF PERFGRIED FROM
3. EXISTING CONCRETE SiGn BASES AND OTHER MISCELLANEOUS CONCRETE ROT SPECIFICALLY SHDWA ON CORE RIBRAD ) S TONE DOMPED iPda s oK) — 2 v CiIe. VARG THEROAISIIE, (THE PARKING IN THE SARKING AREA WITHIN SAID TEMPORARY
" THE PLANS, BUT INTERFERING WITH PROPGSED CONSTRUGTION, SHALL BE REMAOVED. COST OF THIS BITOMNOUS MATERALS. (PRIME COAT) - 0.00038 TON/SOUARE. YARD CONSTRULTION SHALL NOT BE DISTURBEO.
WORK SHMALL BE INCLUGED IN THE COST OF THE EARTH EXCAVATION. AGCREGATE (PRIME COAT) 0.002 :?{)‘w%ﬁfg? {’ARD PARCEL 6134114 - AT ARCHER ELEVATOR ROAD STA. t2+13, 68 LT, THE EXISTING DRAIN
TUMINOUS SURFACE/LEVELING. BINDER,/GINOER {2 POUNDS/SQUARE YARD/INC SKALL BE COMNECTED TQ THE PROPOSED STRUCTURE, AT WABASH AVENUE
4. WHERE SECTION OR SUB-SECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL BE NOTIFIED BETUMINOUS SURFACE/LEVEL i L H STA, 425495 LT, CURB AND GUTTER SHALL BE CONSTRUCTED ALONG ITHE EDGES CF THE
BEFORE SUCH MONUMENTS ARE REMOYVED, THE CONTRACTOR SHALL PROTECT AND PRESERVE PROPERTY NITROGEN FERTILIZER NUTRIENT (SEEDING) 90 LBS/ACRE EX[STING PARKING LGT AREA TO BE REMOVED AT THE SDUTHEAST CORNER OF THE
MARKERS AND MONUMENTS UNTIL THE OWNER, AN AUTHORIZED SURVEYOR OR AGENT HAS WITNESSED QR PHOSPHORUS FERTILIZER NUTRIENT {SEEDING! S0 LBS/ACRE BARCEL.
GTHERWISE REFERENCED THEIR LOCATIGN, POTASSIUM FERTILIZER NUTRIENT {SEEQINC: 90 LBS/ACRE
AGRICUL TURAL GROUND LIMESTONE 2 Ton/ACRE PARCEL 6134117 - THE EXISTING DRAIN SHALL BE CONNECTED TO THE PROPOSED
5. ALL ELEVATIONS SHOWN REFER TO THE NAVD 88 (NDRTH AMERICAN VERTICAL DATUM Of 19861 UL STRUCTURE AT $TA 1241300, 58.08" LT IARCHER ELEVATGR RGAG:
6. THE CONTRACTOR Witi RE REQUIRED YO COMPLY WITH ALL STATE REGULATIONS REGARDING PAR 4 - T= TRACTQR SHALL NOT AFFECT THI B AND LANDSCAPING
AIR, WATER AND NOISE POLLUTION. THE CONTRACTOR WILL NOT 8E ALLOWED TO BUILD FIRES THE FOLLOWING MIXTURE RECUIREMENTS ARE APFLICABLE FOR THIS PROJECT: T B AT e A L B T O TACTOR o ar I
ON THE SITE. LOCATIONIS) WABASH AVE.. SIDERGADS & RAMPS RESPONSIALE FOR REPAIRING OR FEPLACING. THE TENANT OWNED IMPROVEMENTE N KIND.
7. THE CONTRACTOR SHALL NOTIFY THE AGENCIES AND UTILITIES AT LEAST 10 [TEN) DAYS FRICR 10 MIXTURE USELS) HMA SURFACE BARCEL 6134122 - THE CONTRACTOR SHALL NOT AFFECT THE SICN AND LANDSCAPING
ANY CONSTRUCTION IN THE AREA AND SHALL COMPLY WITH ALL RESTRICTIONS FOR EGLIPMENT PG 585 PG 70-28 i T T e AL Ry R g e e
MOVEMENTS AND CLEARANCES AS RECARDS TO THEIR FACILITIES, DESICN AIR VOIDS 4.0% @ NDESIGN = 79 RESPONSIBLE FOR REPAIRING OR REPLACING THE TENANT DWNED IMPROVEMENTS IN KIND,
8. BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR MUST CALL JLUL.LE. AT t-800-892-0123 OR 811 MIXTURE COMPOSITION L-3.5 PARCEL 6134132 - IF THE MAJORITY OF THE CONCRETE IN THE TEMPORARY EASEMENT
FOR FIELD LOCATIONS OF BURIED ELECTRICAL, TELEPHONE, GAS FACILITIES, ANG ALL PUBLIC FRICTION AGGREGATE MIX “G~ AREA NEEDS YO BE REMOVED, THE CURRENT WIOTH OF 15 FEET (S 10 BE RE-POURED
UTILITIES, A 48 HOUR NOTIFICATION IS REQUIRED, WETH CLASS FTw onév%wnprnviMEm. HE’.?AVY vgas%zs Agg:u gﬁggga%rge% Fnr%u
NT AREA, A
9. THE CONTRACTOR SHALL USE ALL NECESSARY PRECAUTIONS AND PROTECTIVE MEASURES REGUIRED TO LOCATION(S! RABASH AVE.. SIDEROACS & RAMPS B et 5;“&?"&;&353 EPEVEMEN? ancgim D THER RELATED ALGHWAY
MAINTAIN EXISTING UTILITIES, SEWER AND ARPURTENANCES THAT MUST BE KEPT [N COPERATION, MIXTURE USE{S) LEVELING SINDER-MAX THICKNESS:=3 3/47 USES. ADCESS WILL BF PROVIDED TO THE SUBJECT PROPERTY AT ALL TIMES DURING
N PARTICULAR, THE CONTRACTOR WILL TAKE ADEQUATE MEASURES TO PREVENT THE UNDERMINING OF FG SBS PL 70-38 REMOVAL ANG REPLACEMENT OF THE EXISTING ENTRANCE.
UTILITIES AND SEWERS WHICH ARE STitt IN SERVICE. SESTEN AT VOI0S 5% 6 N oS -
) 4 : PARCEL 6134136 - INSTALL A CURB CUT, THE CENTER OF WHICH WILL BE AT
10, VERIFICATION QF DIMEMSIONS 1 IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL MIXTURE COMPOSITION 1L -9.5 STA 1E+72.00 RT (COCKRELL LANEL THE CURB CUT wiLi B€ WIDE ENOUGH TG
DIMENSIONS AND CONDITIONS EXISTING IN THE FIELD PRIQR TQ CONSTRUCTION ANG ORDERING FRICTION AGEREGATE RA ACCOMMODATE A 24-F0OT WiDE COMMERCIAL ENTRANCE, SAID ERTRANCE wiLL
MATERIALS. NOGT BE CONSTRUCTED 8Y THE OEPARTMENT, ONLY THE CURB CUT.
tl.  THE LONTRACTOR SHALL BE REQUIRED TO PROVIDE ACCESS TO ABUTTING PROPERTY OQWNERS AT ALL LOCATIONIS) WABASH AVE,, SIDERCADS 3 RAMPS PARCEL 6134137 - REPLACE THE EXISTIMG 157 REINFORCED CONCRETE CULVERT PIRE
TIMES DURING CONSTAUCTION OF THE PROJECT. MIXTURE UGE(S)] HMA BAGE LCOUNRSE, BINDER, AND PAVEMENT PATCHING m& {; %‘}{;é‘:‘éﬁ;‘ ngggn Fg:ﬂggzs é«xl%mrg%xsa' £0GE OF THE PROPERTY LINE
B QU COSTUIN JATIONS: [TSOSE NN I QSRR SE T e -z een ’ '
. GU ) UCTU H L X DESIGN AIR VOIDS 3,0% @ N DESIGN = 10 PARCEL 6134143 - THE DRIVEWAY AT SYA 470+80 WITHIN THE PROPOSEC TEMPORARY
{7 SHALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY, AT THE CONCLUSION OF CONSTRUCTICON - N NG ANY CLRB OR
OPERATIONS, ALt DRAINAGE STRUCTURES SO AFFECTED SHALU BE FREE FROM ALL DEBRIS. THIS WORK MIXTURE COMPOSITION IL-18.0 CONSTRUCTION EASEMERT SHALL BE REPLACED IN KIND, INCLUDING CuRS 0
SHALL BE INCLUDED WiTH THE COST QF THE STORM SEWER, FRICTION AGGREGATE NsA
PARC 4145 -~ THE EXISING ON-PREMISE ADVERTISIN M AT STA, 477405 RT WITHIN
t3, THE COST OF ADDITIONAL LABOR AND MATERIALS NOT ACGOUNTED FOR ON THE PLANS, WHICH MIGHT BE COCATIONS T THE g‘éeggéaasmmgom%\:zg{-:&gsgzm s}iffswo?r %s !I)%%T%R%[gs. Tﬂé ASPHA!}QS
INVOLVED IN CONNECTING EXISTING DRAIN TILE OR STORM SEWERS 1O PROPOSED ORAINAGE STRUCTURES, - PARKING WITHIN THE TEMPORARY EASEMENT WILL NOT BE DISTURBED OR WiLL BE
SHALL BE INCLUDED WITH THE COST OF THE STORM SEWER . MEX TURE USE(S! HMA SHOULDERS & INCIDENTAL HMA (TOP 1.57 REPLACED IN KIND [F DAMAGE OCCURS, THE PARKING LOT WILL BE EXTENDED TO THE
PG PG 64-33 PROPOSED RIGHT OF WAY LINE BETWEENM STA, 475+43 RT AND THE WEST EOGE OF THE
14, THE ENDS OF EXISTING DRAINAGE LINES WHICH ARE NOT TO BE INCORPORATED INTO THE PROPOSED ; - :
IMPROVEMENT ARE TO BE SEALED (PLUGGED! 10 THE SATISFACTION OF Thf ENGINEER. COST OF SUCH WORK DESIGN AIR ¥OIDS 4.6% & N DESEGN = 50 FROPOSED ENTRANCE AT STA. 4T6+86 RT
SHALL BE INCLUDED WITH THE COST OF THE STORM SEWER. MIXTURE COMPOSITION -85 PARCEL 6134146 - LOCATION OF THE EXISTING SPRINKLER LINES ARE SHOWN ON THE
F TION AGEREGAT MIX L PLANS, TH WNER W VE TH XIS TN FR| R HEA THIN TH
15, THE CONTRACTOR SHALL GOMPLY WITH THE ENVIRONMENTAL PROTECTION AGENCY {£.P.A) REGLLATIONS RICTION AGGRECATE XL Ti?:w%mm Eefseéem ]klﬁaﬂgfg %m—: gpgté%_e[ncr_?neg th'ﬁ-‘chziwg scggs?zflmcrsgm
WHICH APPLY TO STORM SEWER CONSTRUCTION REGARDING THE HORIZONTAL AND VERTICAL SEPARATION AETER CONSTRUCTION IS COMPLETED, THE OWNER WILL REINSTALL THE SPRINKLER
OF A STORM SEWER LINE FROM ANY EXISTING OR PROPOSED WATERMAIN. AT LOCATIONS WHERE THE LOCATIONISH ALL HEADS, 1DDT REQUESTS THE CONTRACTOR USE CALTION WHEN ODING EXCAVATION,
SEPARATION {S [NADEQUATE, THE CONTRACTOR SHALL ADJUST THE WATERMAIN TQ PROVIDE THE REQUIRED WIXTURE USE(S)]  HMA SHROULDERS & INCIDENTAL HMA (BOTIOM LIFTSI PAVEMENT REMOVAL, OR OTHER CONSTRUCTION [N THIS AREA NEAR THE EXISTING
SEPARATION OR CONSTRUCT THE STORM SEWER QF THE MATERIAL SPECIFIED IN THE £.P.A. REGULATIONS. o PG 64-32 SPRINKLER LINES TO PREVENT DAMAGE OF THE LINES. IF [AMACE QCLURS, THE
NTRACTOR SHA ADV Ti N R OF TH AMAGE, WHO W NTACT
1, FOR INLETS AND MANHOLES CONSTRUCTED IN CONJUNCTION WITH THE CURB/GUTTER, THE OFFSET DISTANCE OESIEN AIR VOIDS 407 @ N DESICN = 60 ?35 gwﬁgg ?é ,,’ablsé’ 1!3%”.”&;&5535%35“0; EzsoN“égGEE;&szé& ?-%g THE COSTS
SHOWN ON THE PLANS IS FROM THE CENTERLINE OF CONSTRUCTION TO THE FACE OF CURB/OUTTER. IT MIXTURE CONPOSITION IL-19.0 TO REPAIR THE DAMAGE. ALSO, IDOT WiLi NOTIFY THE CONTRACTOR OF THE PLANTINGS
SHALL, BE THE RESPONSIBILITY OF THE CONTRACTOR TO CONSTRUCT EACH INLET QR MANHOLE, AT THE FRICT T 7a WITHIN THE TEMPORARY EASEMENT BUT BEYOND THE CONSTRUCTICN LIMITS SHOWN ON
PROPOSED tOCATIDN SO THAT THE FRAME MATCHES THE CURS LINE, RICTION AGGREGATE N THE PLANS. LOCATIONS INCLUDE STA, 477+10 RT T STA. 477487 RT, STA, 418423 RT T0
STA, 478+90 RT, AND STA. 479450 RT TO STA. 48i+35 RI. THE CONTRACTOR SHALL USE
7. FOR INLETS AND MANHOLES NOT CONSTRUCTED IN LONJUNCTION wITH THE CURB/CUTTER, THE OFFSET CAUTION TD MINIMIZE THE DAMAGE TO THESE PLANTS BuT IS NOT RESPONSIBLE FOR THE
DISTANCE SHOWN ON THE PLANS [S FROM THE CENTERLINE OF CONSTRUCTION TO THE CENTER OF LEGEND COSTS TO REPAIR THE DAMAGE.
FRAME & GRATE OR FRAME & 1iD.
AP Pa A150 - A NEW ENTRANCE WIL: BE CONSTRUCTED AT STA, 474455 LT, TO A
18, gLL AREAS GEngRaED 8y ?oml'g.mug;go;zc A:Aacg\rééé%smou;ss&s% F“}E;%‘%i%%ﬁ%fé‘é%%%&& As_r%t;q% Bt RIPR ezg&écg %F 2%- %’ROME ?HEE: E0GE OF PAVEMENT AS SHOWN IN THE PLANS. !
CEOED IN ACCORDANCE WITH THE APPLICABL N . HOT-MIX ASPHALT SURFACE REMOVAL - BUTT JOINT
19, THE REMOVAL OF HOT-M{X ASPHALT SURFACING NOT ON A RIGID TYPE BASE REMOVED IN CONJUNCTION
WITH THE BASE SHMALL BE REMOVED AS EARTH EXCAVATION, PAVEMENT, SHOULDER, MED(AN, ISLANG OR SIDEWALK REMAOVAL
20. }2%?%’&‘323% gguaac\mtf(x ASPHALT SURFACING ON A RIGID TYPE BASE SHALL B REMOVED WITH THE BASE m ORIVEWAY PAVEMENT REMOVAL OR Hwa DRIVEWAY REMOVAL
2. HOT-MIX ASPHALT ENTRANCES TO BE REMOVED WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE REMOVED R _’_\j CURE & GUTTER, OR GUTTER TO BE REMOVED
AS EARTH EXCAVATION, s ke i
22. WHENEVER [T IS MECESSARY TO REMOVE HITUMINGUS AGGREGATE MIXTURE, OIL AND CHIP SURFACE, EXISTING m PAVEMENT PATCHING
GRAVEL OR CRUSHED STONE BASE COURSE, [T SHALL BE REMOVED AT THE CONTRACT UN(T PRICE PER CUBIC YARD
;(E)gu%gg&n EXCAVATION. NO ADDITIONAL COMPENSATION WiLi BE ALLOWED FOR ACOITIONAL LABOR OR EGUIFMENT TRENCH BACKFILL - CUBIC YARDS
25 FRAMES AND GRATES ON EXISTING DRAINAGE OR SANITARY SYRUCTURES, WHICH ARE TG BE REMOVED, ABANDONED,
OR WHICH OTHERWISE ARE NOT INCORPORATED [NTO THE IMPROVEMENT SHALL BECOME THE PROPERTY OF (DOT. CONTROLLED LOW STRENGTH MATERIAL - CUBIC YARDS
THE CONTRACTOR SHALL STORE THE FRAMES AND GRATES WITHIN THE RIGHT OF WAY AT LOCATIONS DESIGNATED
BY THE ENGINEER.
it FENCE REMOVAL Los LID ELEVATION
e ROT INCLUOED I THE PLANS FOR REMOVAL, BGT DAIACED DUE TO' THE  CONTRACTOR'S. NEGLICERCE SHALL BE
N NCLL N TH LAN MOVAL, BU AW A 3] Fa 4 L H = A A
REPLACED AT THE EXPENSE OF THE CONTRACTGR, TER ¥O BE REMOVED ¢ GRATE ELEVATION
25, ORAINAGE STRUCTURES WITH FLAT SLAB TOPS THAT ARE TO 8F CONSTRUGCTED UNDER THE PAVEMENT STRUCTURE 18F T0 8E FILLED TO BE ADJUSTED
SHALL, BE CONSTRUCTED WITH A 24" DIAMETER RISER, I5"-18" IN HEIGHT, TG AVOID CONFLICT WiTH TaE
CONSTRUCTION OF THE PAVEMENT STRUCTURE. SSWM STORM SEWER (WATERMAIN REQUIREMENT: TC = TOP OF CURB ELEVATION
FILE wAKE © USER HAME 2 sonehege DESIGHED - AWM REVISED - A SECTION county | QUL SHEET
WABA RIE, SHEETS
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